
UNIMAX 
Next Generation Stainless Steel High Efficiency Condensing Boiler 210KW - 1330KW

** For more information please contact AIRATHERM

European quality floor standing condensing  boiler with high quality 316L stainless steel heat exchanger  
and low NOX pre-mix burner. 

•	 Low NOX premix burner
•	 Full 316L stainless steel heat exchanger
•	 High efficiency up to 108% 
•	 Small footprint 
•	 5 Year heat exchanger warranty
•	 600 KPA operating pressure
•	 Up to 1100KPA optional operating pressure

Features and benefits

•	 Cascade up to 16 boilers 
•	 Up to 8:1 modulation ratio 
•	 Low flue gas temperature 
•	 Optional MODBUS BMS interface 
•	 Indoor/ Outdoor 
•	 Hinged door for easy service access
•	 Remote temperature set point
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AIRATHERM UNIMAX TECHNICAL SPECIFICATIONS

AIRATHERM Pty Ltd 	     ABN 38 005 058 364
144 Colchester Rd, Bayswater North Victoria 3153
For further information visit www.airatherm.com.au or call (03) 8739 5444

**Subject to change without notice**

UNIMAX MODEL UMX 210 250 335 430 530 660 850 1030 1330

GENERAL

Nominal Output (80-60)°C 100% modulation kW 192 229 304 393 486 602 753 933 1205

Nominal Output (50-30)°C 100% modulation kW 210 250 335 430 535 665 850 1030 1333

Nominal Output (low fire) kW 22 22 41 41 58 58 88 92 92

Maximum potential output (80/60)°C kW 202 243 321 414 513 634 809 982 1266

Maximum potential output (50-30)°C kW 223 265 355 453 564 701 893 1083 1402

Working pressure min / max kPa 80--600

Maximum operating temperature °c 90

Flow at 20°C Δ (nominal) min / max L/s 0.56 / 2.53 0.74 / 2.95 1.0 / 3.98 1.27 / 5.09 1.46 / 6.34 2.00 / 8.03 2.57 / 10.30 3.06 / 12.25 3.94 / 15.73

Pressure drop at 20°C Temp rise max kPa 12.47 14.96 21.7 24.1 25.3 28.0 36.5 44.5 46.4

Nominal gas consumption - Natural Gas 

(LHV)

MJ/hr 709 848 1121 1430 1800 2229 2815 3404 4446

Max potential gas consumption - Natural 

Gas

MJ/hr 745 890 1177 1502 1890 2341 2950 3574 4668

Gas Pressure min / max kPa 2.0 - 2.5

Nett Nominal Efficiency (80-60)°C % 97.4 97.2 97.4 97.3 97.4 97.4 97.5 97.5 97.6

Nett Nominal Efficiency (50-30)°C % 107.5 107.5 107.9 107.9 108.1 108.1 108.1 108.0 108.1

Flue gas AV temperature at 80-60/ 50-30 °C °c 64 / 38 68 / 39 65 / 39 69 / 43 65 / 39 67 / 40 67/40 66 / 38 66 / 38

Nox value (class 6) mg/kWh 34 34 35 33 24 22 33 36 33

Main electrical supply 50Hz PH/WATTS 1/226 1/260 1/360 1/685 1/760 3/1860 3/2213 3/2213 3/3170

Noise power level (1M) dB(A) 57 60 56 60 64 64 68 69 67

DIMENSIONS

Boiler water outlet                             F Ø-mm 50 50 65 65 65 65 100 100 100

Boiler water inlet                               E Ø-mm 50 50 65 65 65 65 100 100 100

Boiler gas inlet                                 D Ø-mm 32 32 32 50 50 50 50 50 50

Condensation drainage                   J Ø-mm 25 25 25 25 25 25 25 25 25

Flue diameter Ø-mm 150 150 200 200 250 250 300 300 300

Dimensions - B x A x C mm 1230 x 690 
x 927

1230 x 690 
x 690

1595 x 979 
x 1425

1595 x 979 
x 1425

1915 x 979 
x 1425

1915 x 979 
x 1425

1915 x 1146 
x 1820

2215 x 1146 
x 1820

2735 x 1146 
x 1820

Weight dry kg 260 260 270 451 461 630 800 860 925

Water content LT 31 31 42 42 62 62 112 131 131
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